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((6/;0“ Guangzhou Meklon'Chemical-Technology Co., I,_t_d‘.t

refinishcarpaint.com I

Highly Recommended Ready Mixed Car Paint for Audi LX7R Monsoon

Grey
o Place of Origin: China
o Brand Name: Audi
o Certification: ISO,MSDS,SGS
o Model Number: LSIU
e Minimum Order Quantity: ~ 100Boxes
o Price: 2.73USD/L-5.56USD/L
o Packaging Details: Box/Carton
o Delivery Time: 10-15 Work Day
e Payment Terms: T/T
o Supply Ability: 1000Boxes/day
o Manufacture: Meklon
o Prodect Name: Audi LX7R Monsoon Grey
o Net Weight: 0.95KG
o Application Tool: Spray Gun
e Voc Level: Low
o High Light: Audi Ready Mixed Car Paint
o Main Raw Materials: Acrylic Resin
o Voc Content: Low
o Heat Resistance: Excellent
o Coverage: Up To 10 Sq. Ft.
« Highlight: Ready Mixed Car Paint

Perfect Corlor
Masterbatch




Product Description

Highly Recommended Ready Mixed Car Paint for Audi LX7R Monsoon Grey

Manufacturer Introduction

Meklon car paint manufacturer is a company focused on producing high-quality car paint, with 6 brands, namely CarCharm, poshiche, feriia,
Meishilianke, Meiguanda and Meklon, each brand has its own unique packaging and characteristics. The company has its own R&D team,
including R&D engineers, who have developed car paint products from low to high quality according to the standards. M-8300 Silver Diamond
Clear Coat is a medium quality automotive paint product from this company.

Meklon Auto Paint Manufacturer with nearly 20 years of expertise in the automotive paint industry. Have own team of research and development
engineers along with a specialized formula system, enabling us to create customized finished paints.
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Repair Construction

Cleaning: Use car detergent and water to thoroughly clean the vehicle surface to ensure it is clean and free of dust, dirt or other impurities.
Grinding: Use sandpaper or a grinding machine to smooth the paint in the damaged area flush with the surrounding paint. Be careful not to wear
away too much of the paint during the grinding process.

Filling: Use appropriate filler to fill the dents or scratches after grinding to ensure a smooth surface.

Prime: Spray the repaired area with an appropriate primer to provide adhesion to the paint surface.

Painting: Spray the repaired area with a paint finish that matches the original color of the vehicle. When painting, pay attention to spraying evenly
and making a transition with the surrounding paint surface so that the repair area and the entire vehicle surface are seamlessly connected.
Varnish/Clear Coat: After applying the paint, spray it with a clear varnish to protect the paint and improve its gloss.
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é. Guangzhou Meklon Chemical Technology Co., Ltd.

e +8613392100968 e Meklonpaint@gzmeklon.com @ refinishcarpaint.com

Room 1309, Tower B, Jiada International, Guangyun Road, Baiyun District, Guangzhou City, Guangdong
Province



	Ready Mixed Car Paint

